ol AWARNING

GASES

1. ALWAYS connect CO2 or gas cylinder to
REDUCING VALVE.

PRODUCTS SUPPLIED TO THIS PREMISES

2. ALWAYS secure cylinder upright whilst 34.0kg CO2 | )

in use. _ 6.35kg CO2 | )
3. ALWAYS keep cylinder away from heat. 30/70 MIX | )
4. ALWAYS ventilate cellar after CO2, 60/40 MIX )

nitrogen or mixed gas leakage.

5. NEVER try to connect cylinder directly
to beer container.

6. NEVER connect a cylinder to any
equipment not provided by The
Brewery.

7. NEVER drop or throw cylinders.

8. NEVER try to unscrew fittings from
cylinders.

INSTRUCTIONS FOR DISCONNECTING

GAS CYLINDERS:
. Close hand wheel on cylinder valve.

You must always ensure that the
correct gas blend is connected to the

correct blending valve.

Cylinders are prohibited from being
removed from this cellar unless
authorised by Albion Gases.

CO2 cylinders are Mixed Gas cylinders
characterised by a are characterised by

J—

2. Unscrew high pressure hose or black handle witha  a black handle with
regulator nut. black body or black  a grey body and
body and a grey green shoulder.

INSTRUCTIONS FOR CONNECTING GAS
CYLINDERS:

. Check you have the correct gas cylinder.

2. Always secure cylinder in upright
positon whilst in use.

Remove seal.

. Enter the high pressure hose or
regulator connection into cylinder valve
and tighten cylinder nut.

5. Do not overtighten nut.

Open hand wheel on cylinder valve.

7. In the event of a leak, turn off the
cylinder valve, remove any grit or dust
particles on the washer and remake the
connection.

shoulder.
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CO2, NITROGEN OR MIXED GAS CAN
BE DANGEROUS

BBPA Safety Precautions on the use of Content identification tags are fitted to
. all CO2 and Mixed Gas cylinders. If there
d Ispense gases. is no tag, please do not use cylinder.

CONTACT DETAILS

EMERGENCY CONTACT NUMBER REORDERS CONTACT NUMBER

STUART LAMMIE - 07884 258837 01389 504 405




